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BENCHMARK

TABLET IN TOP OF MONUMENT

0011927u1693 IN CONFEDERATION

SQUARE, 15.2m SOUTH OF SOUTHERLY

LIMIT OF McDONNEL STREET AND 38.1m

WEST OF WESTERLY LIMIT OF GEORGE

STREET

1 2016-09-07 JD ISSUED FOR SPA 1st SUBMISSION

ELEVATION - 205.087
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6 RISERS

CONCRETE WALL

C/W HANDRAIL

HYDRANT

AND VALVE

CONNECT TO EXISTING

WATERMAIN WITH 200mm X 200mm

TAPPING SLEEVE AND VALVE

GARBAGE ENCLOSURE REFER

TO ARCHITECTURAL PLANS

CONTRACTOR TO PLACE

FILTER CLOTH BETWEEN

CATCHBASIN FRAME AND

GRATE AS PER DETAIL 1

LIGHT DUTY SILT

FENCE AS PER

OPSD 219.110

MATCH TO

EXISTING GRADE

AT 3:1 (TYP)

BIORETENTION CELL (18m

2

PROVIDED) SEE DETAIL 1

AND 5 ON SHEET 2.

BIORETENTION

CELL OVERFLOW

REFER TO DETAIL 3 ON

SHEET 2 FOR PAVEMENT

STRUCTURE

TRANSITION TREATMENT

PER DETAIL 2 ON SHEET 3

TACTILE WARNING

STRIP AS PER CPD

351.10

MAINTAIN 0% SLOPE

AT ENTRANCE

MAINTAIN 0% SLOPE

AT ENTRANCE

TRANSITION

TREATMENT

PER DETAIL 2

ON SHEET 3

WATER

CONNECTION

INV. = 199.40

MUD MAT AS PER

DETAIL 5 SHEET 2

EROSION CONTROL NOTES

1. THE PROPOSED WORKS SHALL BE CARRIED OUT IN SUCH A MANNER THAT A MINIMUM AMOUNT OF

EROSION OCCURS AND SUCH THAT SEDIMENTATION FACILITIES CONTROL ANY EROSION THAT DOES

OCCUR.

2. ALL TEMPORARY SILTATION CONTROL DEVICES ARE TO BE CONSTRUCTED BEFORE CONSTRUCTION

STARTS AND MAINTAINED FOR THE DURATION OF CONSTRUCTION UNTIL REMOVAL.

3. SEDIMENT ACCUMULATION OF MORE THAN 0.3 METRES IS TO BE REMOVED IMMEDIATELY.

4. INSPECT SILT FENCING AFTER EVERY SIGNIFICANT RAINFALL EVENT AND MAINTAIN AS REQUIRED, OR

AT THE DIRECTION OF THE ENGINEER.

5. ADDITIONAL EROSION AND SEDIMENT CONTROL MATERIALS (SILT FENCE, CLEAR STONE, ETC.) ARE TO

BE KEPT ON SITE FOR EMERGENCIES AND REPAIRS.

6. EROSION AND SEDIMENT CONTROL METHODS ARE TO BE CONTINUOUSLY EVALUATED AND UPGRADES

ARE TO BE IMPLEMENTED, WHEN NECESSARY.

7. ENSURE THAT APPROPRIATE RESPONSE IS TAKEN FOR SPILLS AND ANY INCIDENTS ARE PROPERLY

DOCUMENTED AND REPORTED.

8. AT THE COMPLETION OF CONSTRUCTION, ANY EXCESS MATERIAL SHALL BE REMOVED FROM THE SITE.

9. REMOVE SILT FENCE, MUD MAT AND ANY OTHER EROSION/SILTATION CONTROL MEASURES ONCE ALL

CONSTRUCTION HAS BEEN COMPLETED AND ALL VEGETATION HAS BEEN ESTABLISHED AND AT THE

DIRECTION OF THE ENGINEER.

CONSTRUCTION ENTRANCE

ACCESS FOR ADJACENT

PROPERTY OWNER IS TO BE

MAINTAINED AT ALL TIMES.

EXISTING GAS SERVICE

TO BE REMOVED (BY OTHERS)

GENERAL NOTES:

1. SEE LANDSCAPE PLANS FOR DETAILS ON PLANTING AND VEGETATED AREAS.

2. ALL COSTS IN RELATION TO THE RESTORATION OF THE RIGHT OF WAY SHALL BE

THAT OF THE GENERAL CONTRACTOR.

3. RESPECTING ALL WORK IN THE MUNICIPAL RIGHT OF WAY, THE CONTRACTOR IS

TO PROVIDE AT LEAST 48 HOURS PRIOR NOTICE TO THE UTILITY SERVICES

DEPARTMENT.

4. A ROAD OCCUPANCY AND/OR CUT PERMIT WILL BE REQUIRED FOR ANY WORK

BEING UNDERTAKEN IN THE MUNICIPAL ROAD ALLOWANCE AND WILL BE THE

RESPONSIBILITY OF THE GENERAL CONTRACTOR.

5. ALL WORK COMPLETED IN THE ROAD ALLOWANCE, INCLUDING RESTORATION,

MUST BE PERFORMED PER MUNICIPAL FIELD STAFF DIRECTION.

CONC. BARRIER CURB

PER OPSD 600.110

CONC.

PAD

CONC.

PAD

DISCONNECT

WATER SERVICE

AND CAP AT MAIN

PROPOSED

200mmØ PVC

WATER SERVICE

NEW GAS SERVICE

TO BE INSTALLED

BY OTHERS

ROOF LEADER OUTLET

TO BIORETENTION CELL

GRAVEL STORAGE LAYER

DEPTH AND LOCATION OF EX.

SAN SERVICE TO BE CONFIRMED.

DETAILS OF CONNECTION TO BE

CONFIRMED ON SITE.

CONC. BARRIER

CURB PER

OPSD 600.110

R

=

0

.

6

m

R

=

0

.
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m

2 2016-11-30 JD ISSUED FOR SPA 2nd SUBMISSION

TYPE I 300mm HIGH

CONC. TOE WALL PER

OPSD 3120.11

REINSTATE EXISTING SIDEWALK

AS PER CPD 351.05

PROPOSED LAYOUT OF

REPLACEMENT RAILROAD TIE

RETAINING WALL & STAIR.

TRANSITION TREATMENT

PER DETAIL 2 ON SHEET 3

REINSTATE EXISTING SIDEWALK

AS PER OPSD 310.020

OVERLAND FLOW ROUTE

SIDEWALK RAMP

PER OPSD

310.033 (TYP)

3 201-12-19 SA ISSUED FOR BUILDING PERMIT

4 2018-03-23 JD ISSUED FOR TENDER

ROOF LEADER OUTLET

TO PLANTING BED AT

INV. ELEVATION=203.20
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